
PLAN VIEW

B
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12"

TRAFFIC SEPARATOR ON EXTG. A.C. PVMT.
TYPE B

TRAFFIC SEPARATOR ON P.C. CONC. PVMT.
TYPE A

SECTION B -BSECTION  B -B

Reflective Sheeting
With Bands of 
Tubular Marker

12" Min.

12"

1" Clear (Typ.)

3/4" x 9" Dowels

1" Clear

2"
2"4"

 4" x 4" W2.1 x W2.1
or

Dowels As Required

5"5"

6" 6" 3' Max.

Finish Grade

3' Max. 3' Max. 6"

12" Drain Opening on 20'

1/2" Rad.
Typ.

Finish Grade

Place Polyethene Sheet

Surface Area
Pay Limit

6 Mil. Thkn. Where Directed

Var. 12" Min.

6"

4" 4"Var.
4" Min.

4" 2"
2"

3/4"x 6" Dowels

6"

Surface Area
Pay Limit

Var. 12" Min.
4" 4"Var.

4" Min.
Finish Grade

Welded Wire Fabric
3" x 3" W2.1 x W2.1

8"
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Notes:
1. Total Traffic Separator Length Shall Be Shown On The Plans.
2. Install Tubular Markers At 20' Spacing, Unless Shown Otherwise

On The Plans.
3. Traffic Separator Shall Begin & End With A Tubular Marker.
4. For Tubular Marker Details, See Washington County Standard

Detail #6040.
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