
Washington County Walker Road Improvements

Existing Conditions
Walking Network Conditions

Ÿ Is there a street that could use sidewalks? 
Ÿ Is there an intersection that is hard to cross? 
Ÿ Are there any streets that are uncomfortable to walk along? 
Ÿ Are there any streets that are inaccessible or difficult to access with wheelchairs or strollers? 
Ÿ Do you like the landscaping along a street? 
Ÿ Are there streets or destinations that could use improved way�nding signage?
Ÿ What streets do you walk along (e.g., to school, for recreation)?

Please place a sticky note or write directly on the map near the area(s) of 
which you have a suggestion, comment, question, concern or compliment. 
It’s your transportation system, let us know what you think! 
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V/C LOS Delay (sec)  

Existing Conditions 

NW Walker Road/NW 
183

rd
 Avenue 

TWSC 
0.20 
(SB) 

A/C 19.3 (SB) 
0.14 
(SB) 

A/C 19.4 (SB) 

NW Walker Road/NW 
180

th
 Avenue 

TWSC 
0.12 
(SB) 

A/D 28.2 (NB) 
0.14 
(NB) 

A/E 40.3 (NB) 

NW Walker Road/NW 
178

th
 Avenue 

TWSC 
0.70 
(NB) 

A/E 41.7 (NB) 
0.49 
(NB) 

A/E 42.6 (NB) 

 

Intersection Operations Analysis

Existing Traffic Volumes

TWSC = Two-way Stop Control  
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